SAP/SMP SERIES PAVER

A QUIET PARTNER A CONSIDERATE PARTNER

Working Noise <82 decibel.
It could work in downtown at night.

Ergonomic Design Ensures Comfortable Operation

Integrated Ergonomic Design

Low speed engine reduce the noise.
1.Console features adaptable
Sealed structure of engine reduce the noise

2.Rotary seat ensures good vision
3.Considerate panel & backlit button makes operation convenient

4.Optional electrical fan is nice choice

5.Roof lifted by manual hydraulic pump makes transportation easy.
High Intelligent
1.Self-diagnose system, virtual indicators, warning lights and intelligent monitoring system.

A ENERGY-SAVING PARTNER

2.Breakdown position and solution tips would automatically displayed in the screen.

Generator with rated power of 40kw could produce
20°C-100°C heat in 30minutes. g

Screed auto-heating system could avoid power waste. D

Self-adaption control system of engine features ECO
energy-saving mode. Roof

Huge maintenance space saves time and labor.

Professional component searching
System features accurate.

Seat Manual Hydraulic Pump



EQUIPMENT SPPECIFICATION

SPECIFICATION

High-grade Asphalt Pavers

SMP-Series Multi-functional Pavers

Model SAP90C SAP90EC SAP120C SMP90C SMP100C SMP90EC
Paving width(m) 2.5 3.0 2.5 2.5 2.5 3.0
Basic paving width(m) — 2.7 — — I 2.7
Max. Paving width (m) 9.0 9.0 12.0 9.0 10.0 9.0
Max. Paving thickness(mm) 350 350 350 350 350 350
Working speed(m/min) 0~24 0~24 0~24 0~16 0~16 0~16
Traveling speed(km/h) 0~4.5 0~4.5 0~4.5 0~3.0 0~3.0 0~3.0
Theoretical productivity (t/h) 900 900 1100 900 900 900
Volume of hopper (m3) 85 8.5 8.5 8.5 8.5 8.5
Screen version trtor T it B Do meer D mPer Dot
Hammer frequency (Hz) 0~30Hz 0~30 Hz 0~30Hz 0~25Hz 0~25Hz 0~20 Hz
Camber adjusting range -1~+3% -1~+3% -1~+3% -1~+3% -1~+3% -1~+3%
Engine model Deutz Deutz Deutz Deutz Deutz Deutz

TCD2012L06 2V TCD2012L06 2V BF6M1013FC BF6M1013EC BF6M1013EC BF6M1013EC
Engine power 142 kw 142 kW 183 kW 149 kW 149 kW 149kW
Engine speed 2000rpm 2000rpm 2000rpm 2000rpm 2000rpm 2000rpm
Screen heating Electric Electric Electric Egglﬂl?])é rods F‘lég[dl%)é - Eleeactti:i‘;a:fgs
Augers diameter(mm) (d 480/ D (d 480/ D (> 480/ @ (D 480/ D (> 480/ @ (> 480/ @
400) /350 400) /350 400) /350 400) /350 400) /350 400) /350

Augers speed(Rpm) 0~65 0~65 0~80 0~65 0~65 0~65

DIMENSION

SAP90C SAP90EC SAP120C SMP90C SMP100C SMP90EC

Almm) 3900 3900 3900 AGmm) 3900 3900 3900

B (mm) 6500 7080 6500 B (mm) 6500 7080 7080

C(mm) 175 175 175 ¢ (mm) 175 175 175

D(° ) 15 15 15 DC ) 15 15 15

E (mm) 600 600 600 E (mm) 600 600 600

F (mm) 3990 3990 3990 F (mm) 4050 4050 4050

G(mm) 2600 2600 2600 G (m) 2600 2600 2600

H(mm) 3660 3660 3660 H (mm) 3660 3660 3660

I (mm) 9000 9000 12000 I (mm) 9000 10000 9000
OPERATION RANGE

Model SAP90C SAP90EC SAP120C
A Overall weight(t) 24 24 27
Gradeability (20%) =20% =20% =20%
30 Compact degree o(mm) <0.8 <1.2 <0.8
Model SMP90C SMP100C SMP90EC
SAP90EC|SMP90EC Overall weight(t) 24 25 24
55 Gradeability (20%) =90% =90% =85%
Compact degree o(mm) <1.2 <1.2 <1.2
SAP90C |SAP120C[SMP90C [SMP100C

>



Quality Changes the World

SANY HEAVY INDUSTRY CO., LTD.
Address: 319 Chuanda Road, Chuansha Economic Park,
Pudong, Shanghai, China, 201200

Service Hotline: +0086-21-60303131

Email: crd@sany.com.cn

For more information, please visit: www.sanygroup.com

For our consistent improvement in techonology, specifications may change without notice.
The machines illustrated may show optional equipment which can be supplied at additional cost.






